IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2004 Permanent Weigh-In-Motion Data
District 1 - Samuels- US95 - 1 Mi. N. of Pack River Bridge

Monday 1 March Thru Wednesday 31 March 2004
Total Traffic - All Lanes Included

Vehicle Direction of Travel
North Bound South Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 87 0.10 25 48 0.06 24 135 0.08 24
30-35 97 0.11 33 92 0.11 34 189 0.11 33
35-40 205 0.24 38 263 0.31 38 468 0.27 38
40 — 45 537 0.62 44 704 0.82 43 1241 0.72 43
45 -50 2292 264 49 2744 320 49 5036 292 49
50-55 9382 | 10.82 54| 10929 | 12.74 54 20311 11.78 54
55 -60 30477 35.16 58 33311 38.83 58 63788 36.98 58
60 — 65 34876 40.23 62 31538 36.76 62 66414 38.51 62
65-70 7683 8.86 67 5351 6.24 67 13034 7.56 67
70-75 828 0.96 72 644 0.75 72 1472 0.85 72
75-80 120 0.14 78 97 0.11 78 217 0.13 78
80-85 44 0.05 83 28 0.03 83 72 0.04 83
85 —140 59 0.07 101 39 0.05 105 98 0.06 103
Tota by Lane 86687 50.26 60 85788 49.74 59 172475 100.00 60
Total by Direction 86687 50.26 60 85788 49.74 59
50" Percentile Speed 60
85" Percentile Speed 64




